


4way Cassette Type Specifications
Type

Model Name
Indoor Unit 
Outdoor Unit 
Power Supply [V, Phase, Hz]

SLZ-KA25VA

SLZ-KA25VA(L)*
SUZ-KA25VA

0.9 - 2.5 - 3.2
 0.25 - 0.69 - 1.00 

3.62
6.0
3.4

28 - 31 -37
46 (59)

133 - 150 - 167
0.9 - 3.0 - 4.5 

0.17 - 0.83 - 1.36 
3.61
5.0
4.0

28 - 31 -37
46 (59)

133 - 150 - 167
3.65
8.16
75

208 x 570 x 570
20 x 650 x 650

16.5 (3)
550 x 800 x 285

33
10

9.52 / 6.35
20 / 12

-10 ~ 46
-10 ~ 24

SLZ-KA35VA

SLZ-KA35VA(L)*
SUZ-KA35VA

1.0 - 3.5 - 3.9
 0.27 - 1.06 - 1.33 

3.30
5.0
4.9

29 - 33 - 38
47 (60)

133 - 150 - 183
0.9 - 4.0 - 5.0 

0.25 - 1.10 - 1.46 
3.64 
5.0
5.1

29 - 33 - 38
48 (61)

133 - 150 - 183
4.75 
9.18
85 

208 x 570 x 570
20 x 650 x 650

16.5 (3)
550 x 800 x 285

37
10

9.52 / 6.35
20 / 12

-10 ~ 46
-10 ~ 24

SLZ-KA50VA

SLZ-KA50VA(L)*
SUZ-KA50VA

1.1 - 4.6 - 5.2
 0.49 - 1.63 - 2.13 

2.82
3.5
7.4

30 - 34 - 39
53 (68)

133 - 150 - 183
0.9 - 5.0 - 6.5 

0.39 - 1.55 - 3.36 
3.22 
4.0
7.0

30 - 34 - 39
55 (68)

133 - 150 - 183
6.75 
16
85 

208 x 570 x 570
20 x 650 x 650

16.5 (3)
850 x 840 x 330

53
20

12.7 / 6.35
30 / 15

-10 ~ 43
-10 ~ 24

Inverter Heat Pump (R410A)

Cooling

Heating

Starting Current

Max. Running Current

Indoor

Outdoor

Ext. Piping

Guaranteed Operating Range 

[Outdoor]
* SLZ-KA VAL is with a wireless remote controller.

Capacity [Min. - Rated - Max.]

Total Input [Min. - Rated - Max.]

EER

Running Current [Rated]

Sound Pressure

Level

Air Volume (IN) [Lo - Mid.- Hi ] 

Capacity [Min. - Rated - Max.]

Total Input [Min. - Rated - Max.]

COP

Running Current [Rated]

Sound Pressure

Level 

Air Volume (IN) [Lo - Mid.- Hi ]

Input [Rated]

Dimensions [H x W x D]

Weight  (Panel)

Dimensions  [H x W x D]

Weight

Breaker Size

Diameter (Gas / Liquid) 

Max. Length / Height

Star Rating

IN  [Lo - Med - Hi]
OUT (PWL)

Star Rating

IN  [Lo - Med - Hi]
OUT (PWL)

Panel

Cooling
Heating

kW
kW

A
dB(A)
dB(A)

l/S
kW
kW

A
dB(A)
dB(A)

l/S
A
A
W

mm
mm
kg

mm
kg
A

mm
m
oC
oC

230V, Single, 50Hz, Outdoor unit power supply

Outdoor Unit

Indoor Unit

SLZ-KA 
 Series

Remote
Controller

MXZ
connection

Flare
connection

Centralized
On/Off

Optional

M-NET
connection

Optional

Self
Diagnosis

with wired R/C:check codeSLZ-KA VA

Weekly
Timer
SLZ-KA VA

20m
12m

KA25/35

30m
15m

KA50

Heating at

-10°C

DC
Inverter

PAM
Control Auto RestartACO

Cooling at

-10°C
Cooling at

46°C/-10°C
KA25/352,500 hours Filter

Fresh Air Intake

AUTO
VANE 2x2

Size

12-hour Timer
SLZ-KA VAL

12Long Life

SUZ-KA25/35VA SUZ-KA50VA

HEAT PUMP



HEAT PUMP

Outdoor Unit

Indoor Unit

Remote
Controller

SEZ-KA
Series

SUZ-KA35VA SUZ-KA50/60/71VA

DC
Inverter

PAM
Control Auto RestartACO

Cooling at

46°C/-10°C
KA35

Cooling at

-10°C
Heating at

-10°C
270mm

CompactAir-Cleaning
No replacement 
necessary - clean

every 100h operation

MXZ
connection

Flare
connection

Weekly
Timer

Centralized
On/Off

Optional

M-NET
connection

Optional

Self
Diagnosis
check code

20m
12m

KA35

30m
15m

KA50/60/71

Ceiling Concealed Type Specifications
Type

Model Name
Indoor Unit  
Outdoor Unit  
Power Supply [V, Phase, Hz]

SEZ-KA35VA

SEZ-KA35VA
SUZ-KA35VA

1.0 - 3.5 - 3.9
 0.85 - 1.06 - 1.31 

3.30
4.9

30 - 35
47 (60)

167 - 217
0.9 - 4.0- 5.0

 0.72 - 1.10 - 1.27  
3.64 
5.2

30 - 35
48 (61)

167 - 217
4.75
9.18
60

270 x 1,100 x 700
33.5

Std:30, Max:50
550 x 800 x 285

37
10

9.52 / 6.35
20 / 12

-10 ~ 46

SEZ-KA50VA

SEZ-KA50VA
SUZ-KA50VA

1.1 - 5.0 - 5.6
 1.42 - 1.78 - 2.21 

2.81
8.0

31 - 39
53 (68)

200 - 283
1.1 - 5.9 - 7.2

 1.20 - 1.84 - 2.12  
3.21 
8.5

31 - 39
55 (68)

200 - 283
6.75 

16
80 

270 x 1,100 x 700
33.5

Std:30, Max:50
850 x 840 x 330

53
20

12.7 / 6.35

-10 ~ 43

SEZ-KA60VA

SEZ-KA60VA
SUZ-KA60VA

1.1 - 5.5 - 6.3
1.6 - 1.96 - 2.43 

2.81
9.0

32 - 43
53 (68)

200 - 333
0.9 - 6.9 - 8.0

1.59 - 2.45 - 2.82  
2.82 
10.4

32 - 43
55 (68)

200 - 333
9.75 

16
100 

270 x 1,100 x 700
33.5

Std:30, Max:50
850 x 840 x 330

53
20

15.88 / 6.35
30 / 15

-10 ~ 43

SEZ-KA71VA

SEZ-KA71VA
SUZ-KA71VA

0.9 - 7.1 - 8.3
0.82 - 2.46 - 3.52

2.89
10.9

32 - 43
53 (68)

200 - 333
0.9 - 8.1 - 10.4

0.74 - 2.36 - 3.84 
3.43 
10.5

32 - 43
55 (68)

200 - 333
10.30 

16
130 

270 x 1,100 x 700
35

Std:30, Max:50
850 x 840 x 330

58
20

15.88 / 9.52

-10 ~ 43

Inverter Heat Pump (R410A)

Cooling 

Heating

Starting Current

Max. Running Current

Indoor 

Outdoor  

Ext. Piping

Guaranteed Operating Range

[Outdoor]

Capacity [Min. - Rated - Max.]

Total Input [Min. - Rated - Max.]

EER

Running Current [Rated]

Sound Pressure

Level

Air Volume (IN) [Lo - Hi ]

Capacity [Min. - Rated - Max.]

Total Input [Min. - Rated - Max.]

COP

Running Current [Rated]

Sound Pressure

Level

Air Volume (IN) [Lo - Hi ]

Input [Rated]

Dimensions [H x W x D]

Weight  

Static Pressure

Dimensions [H x W x D]

Weight

Breaker Size

Diameter (Gas / Liquid)

Max. Length / Height 

IN [Lo - Hi]
OUT (PWL)

IN [Lo - Hi]
OUT (PWL)

Cooling
Heating

kW
kW

A
dB(A)
dB(A)

l/S
kW
kW

A
dB(A)
dB(A)

l/S
A
A
W

mm
kg
Pa

mm
kg
A

mm
m
oC
oC

230V, Single, 50Hz, Outdoor unit power supply

-10 ~ 24


